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SYNTHETIC WEB AND ROUNDSLINGS LOAD TEST REPORT 
(RIGGING TACKLE LOAD TEST REPORT) 

 
 
Notes:  1. Proof-test to 200% of rated capacity to certify new equipment (when required) procured without 
 manufacturer’s certification. Test loads must be accurate to within –5%, +0% of the stipulated 
 values. 
 
 2. Qualified inspector must witness all steps below. 
 
Synthetic-web slings must be immediately removed from service if any of the following conditions are 
present that would give doubt to the integrity of the sling: 
 
_______  a. Acid or caustic burns. 
 
_______  b. Melting or charring of any part of the sling surface. 
 
_______  c. Snags, punctures, tears, or cuts. 
 
_______  d. Broken or worn stitches. 
 
________  e. Distortion of fittings 
 
________  f. Wear or elongation exceeding manufacturer’s recommendation. 
________________________________________________________________________ 
 
 
Manufacturer: _______________________________  Serial #: __________________________ 
 
Sling Type: __________________________________________________________________________ 
 
SIZE: (Length, Diameter, Etc.)__________________  Capacity (SWL)_____________________ 
 
Actual Load Test: ____________________________   Load Test %: ______________________ 
 
Operator: ___________________________________  BNL Insp. Tag #: ____________________ 
 
 
REMARKS:____________________________________________________________________________
______________________________________________________________________________________ 
______________________________________________________________________________________ 
______________________________________________________________________________________ 
 
 
 
QUALIFIED INSPECTOR_________________________ DATE_________________________ 
 
 
 
 
 
 
 
 
 
 
 


