Classifying Lifts

	
	CLASSIFICATION

	CONDITIONS
	ORDINARY

(All conditions must be met)

A-2 thru A-4
	CRITICAL

PRE- ENGINEERED

(Any one condition)

A-1

	INJURY TO PERSONNEL
	PROBABILITY LOW FOR A LOST- TIME (DART) ACCIDENT
	LIFT COULD POTENTIALLY RESULT IN A LOST-TIME (DART) ACCIDENT

	SCHEDULE IMPACT
	NEGLIGIBLE, MINOR, OR MAJOR1
· LESS THAN 3 WEEKS

· LESS THAN 30% OF PROGRAM SCHEDULE
	CRITICAL1
· 3 WEEKS OR MORE

· 30% OR GREATER OF PROGRAM SCHEDULE, WITH NEGATIVE IMPACT ON FACILITY, ORGANIZATION, OR DOE BUDGETS

	ENVIRONMENTAL IMPACT
	WORK DOES NOT MEET SIGNIFICANCE CRITERIA
	WORK HAS AN ENVIRONMENTAL ASPECT THAT MEETS SIGNIFICANCE CRITERIA TO LAB, THE PUBLIC, OR TO A NEARBY FACILITY.

	COST
IMPACT
	NEGLIGIBLE, MINOR, OR MAJOR1
· LESS THAN $250K

· LESS THAN 50% OF ITEM/ MATERIAL OR PROGRAM COST
	CRITICAL1
· GREATER THAN $250K

· 50% OR GREATER OF ITEM/MATERIAL OR PROGRAM COST

· UNIQUE OR IRREPLACEABLE

· VITAL TO SYSTEM

	HAZARDOUS MATERIAL OR RADIATION EXPOSURE TO WORKER
	NO UNPLANNED RELEASE TO THE ENVIRONMENT CAUSED BY COLLISION, DROP OR UPSET
	UNPLANNED RELEASE TO THE ENVIRONMENT EXCEEDING PERMISSIBLE ENVIRONMENTAL LIMITS

	RIGGING AND HEAVY LIFTING
	CONTAINS STEP BY STEP DETAILED SET OF PROCEDURES AND CONTROLS TO DETERMINE DIMENSIONS, WEIGHT, C. of G. AND METHODS, DEPENDENT ON LOAD, TASK AND HAZARD, USE OF SPECIAL LIFTING FIXTURES LIMITED, ROUTINE BUCKET TRUCK, FORKLIFT, OR CRANE WORK WITH TRAINED PERSONNEL
	· LIFT IS 85% OR MORE (MOBILE CRANE), OR  90% OR MORE (FIXED CRANE) OF THE RATED CAPACITY (excluding proof tests of 100 to 125% rated capacity) OR GROSS WEIGHT IS GREATER THAN 50 TONS 
· WORK MEETING THE DEFINITION OF CRITICAL LIFT

	ADDITIONAL

FACTORS
	POTENTIAL CONSEQUENCES CLASSIFIED AS NEGLIGIBLE, MINOR OR MAJOR1
	POTENTIAL CONSEQUENCES CLASSIFIED AS CRITICAL1


1 As defined by Application of the Graded Approach in the Graded Approach for Quality Requirements Subject Area.

NOTE:
The lift classification may be determined using the above chart. Any one condition will place the lift within the classification.  Note that some lifts are classified as critical lifts because of items they are lifted over or attached to.

A CRITICAL LIFT REQUIRES MITIGATIVE ACTIONS THAT INCLUDE A WRITTEN LIFT PROCEDURE APPROVED BY THE LIFT MANAGER TO REDUCE THE RISKS.
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