Criteria for Re-submittal of Pre-engineered Lifts

A Pre-engineered Lift is defined as a lift or group of lifts that are repetitive, and which meet the definition of a critical lift. If it can be demonstrated through the use of tooling, fixtures, sketches, and analyses, with written procedures that the possibility of dropping, upset, or collision can be reduced to an acceptable level, as determined by the Lifting Safety Committee (LSC), the lift may be designated as a pre-engineered lift. The Pre-engineered Lift may then be performed multiple times without re-approval by the Lifting Safety Committee for as long as the elements on the completed and approved Critical Lift Evaluation Form (CLEF) are unchanged, and the Pre-engineered Lift Procedure is not changed. Once approved by the LSC, the procedures for a Pre-engineered Lift cannot be changed without approval of the LSC. 

It is acknowledged that personnel changes will occur while the Pre-engineered Lift CLEF and Pre-engineered Lift Procedure remain constant. For this reason, it is incumbent upon Department/Division personnel, especially the professional engineer/qualified person and responsible manager or designee that signed the CLEF, to ensure that the personnel performing a Pre-engineered Lift are fully qualified and competent to perform that task.  A completed, signed reading acknowledgement form shall be submitted with the Department/Division-approved Pre-engineered Lift Procedure when the CLEF is submitted for approval by the Lifting Safety Committee. Thereafter, as personnel are added and removed from the Department/Division list of personnel authorized to perform the Pre-engineered Lift, the updated reading acknowledgement form shall be submitted to the Lifting Safety Committee for their records. 

The changes to the following elements of the CLEF and/or the Pre-engineered Lift Procedure shall be cause for re-submittal to the Lifting Safety Committee:

OPERATING EQUIPMENT: any change to the operating equipment shall be resubmitted to the Lifting Safety Committee for approval.

DESCRIPTION OF ITEMS TO BE LIFTED: any change to the items to be lifted, the order in which they are lifted, or the arrangement of the items to be lifted, or modifications to the items to be lifted, shall be resubmitted to the Lifting Safety Committee for approval.

HOW WEIGHT OF OBJECT OBTAINED: any change to the weight of the item to be lifted, or the manner in which the weight was originally obtained in the approved CLEF, shall be resubmitted to the Lifting Safety Committee for approval.

CENTER OF GRAVITY (CG): any change to the item that may affect the center of gravity or the manner in which it was calculated, should be resubmitted to the Lifting Safety Committee for approval. The item to be lifted may change during use after initial installation, as from accumulation of materials during use. These items require re-review especially if the item cannot be returned to the originally approved condition. 

DESCRIPTION & WEIGHT OF ALL RIGGING EQUIPMENT & CRANE ATTACHMENTS: any change to the rigging equipment, crane attachments, or the weights of the originally approved equipment, shall be resubmitted to the Lifting Safety Committee for approval.

WEIGHT OF OBJECT, RIGGING EQUIPMENT, & CRANE ATTACHMENTS; any change to the total weight to be lifted shall be resubmitted to the Lifting Safety Committee for approval.

EQUIPMENT AND LIFT RELATIONSHIP: any change to the equipment and the lift relationship, such as, Maximum Operating Radius, Planned Operating Radius, Allowable load at maximum lift radius anticipated (from Load Chart), Ratio of Lift to Allowable Load, Clearance between Boom & Lift, Clearance to Surrounding structures, facilities and utilities, or Clear Path for Load Movement, shall be resubmitted to the Lifting Safety Committee for approval.

STABILITY OF GROUND AREA: any change to the ground stability of the area where the lift is to be conducted shall be resubmitted to the Lifting Safety Committee for approval. This includes any excavation, construction, or demolition in the area since the CLEF was last approved. 

LIFTING OPERATION: any modification to the lifting operation, such as the Set-up Area, Lifting Area, Load Placement Area, Load Securement and Sling Attachment Points, the sling angle reduction factor, or the drawings that are an attachment to the approved CLEF, shall be resubmitted to the Lifting Safety Committee for approval. Any change to the Department/Division-approved Pre-engineered Lift Procedure, except for authorized personnel, as discussed above shall be resubmitted to the Lifting Safety Committee for approval.
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