
EPA Notification Requirements

Before demolition or renovation, thoroughly inspect the affected facility for the presence of asbestos, including Category I or II non-friable ACM.

	Construction Activity
	Reason for Activity
	Required Action
	Notification Timing

	Demolition


	Contains a combined amount of Regulated Asbestos Containing Material (RACM) that is at least:

· 80 linear meters (260 linear feet) on pipes, 

· 15 square meters (160 square feet) on other facility components, or

· 1 cubic meter (35 cubic feet).
	· Notification as per 40CFR61.145 (b) 

· Emission control as per 40CFR61.145 (c).  

 
	At least 10 working days before stripping or removal work or any other activity begins that would break up, dislodge, or disturb asbestos material.

	
	Contains a combined amount of RACM that is less than:

· 80 linear meters (260 linear feet) on pipes,

· 15 square meters (160 square feet) on other facility components, or

· 1 cubic meter (35 cubic feet).
	
	

	
	The removal of any structural member, regardless of the presence of asbestos in the structure.
	
	

	
	This results from an order of a State or local government agency, issued because the facility is structurally unsound and in danger of imminent collapse.
	· Notification as per 40CFR61.145 (b) 

· Emission control as per 40CFR1.145 (c)(4) through (c)(9).
	As soon as possible before any handling activity, but not later than the following workday.

	Nonscheduled Renovation
	Contains a combined amount of RACM to be stripped, removed, dislodged, cut, drilled, or similarly disturbed that is at least

· 80 linear meters (260 linear feet) on pipes,

· 15 square meters (160 square feet) on other facility components, or

· 1 cubic meter (35 cubic feet).
	· Notification as per 40CFR61.145 (b)(3) 

· Emission control as per 40CFR61.145 (c).
	At least 10 working days before asbestos stripping or removal work or any other activity begins that would break up, dislodge, or disturb asbestos material.

	Planned Renovation
	Planned renovation operations involving individual nonscheduled operations predict the combined additive amount of RACM to be removed or stripped during a calendar year of January 1 through December 31.
	· Notification as per 40 CFR61.145(b)(3) 

· Emission control as per 40CFR61.145 (c).
	At least 10 working days before the end of the calendar year preceding the year for which notice is being given.

	Emergency Renovation
	A sudden, unexpected event that, if not immediately attended to, presents a safety or public health hazard.
	· Notification as per 40 CFR61.145(b)(3) 

· Emission control as per 40CFR61.145 (c)
	As soon as possible before any handling activity, but not later than the following workday.

	Revised Notification
	Changes from the original notification such as

· Contractor

· Quantity of ACM increase

· Date Change

· Landfill.
	
	As soon as possible.
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