	Exhibit Electrical Equipment Labels
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	If the calculated Hazard/Risk Category of the equipment is greater than 4, BNL is defining this as “Hazard/Risk Category DANGEROUS”.  This equipment shall not be operated or work performed on while energized.  The equipment has to be de-energized at an upstream disconnect to operate or remove covers.
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	If the electrical equipment does not meet the Working Space requirements of National Electrical Code Section 110.26 or 110.34, BNL is not allowing removal of covers while energized.  This label may be on equipment that also has the calculated hazard/risk category WARNING label below, but the haz/risk category can only be used for operating the equipment while energized not for removal of covers.
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	After BNL completes the arc flash hazard analysis calculations this label will be installed on the equipment with the calculated Hazard/Risk Category.  Also listed are the arc flash boundary and the minimum PPE to work on the equipment energized.  If the cover is in good shape with all the mounting hardware installed, the circuit breakers or switches may be operated using the “minus 1” rule for PPE only if the equipment is less than haz/risk cat 4.


	Archived Labels That Are Acceptable
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	This label (or similar) was installed by the manufacturer or by BNL on legacy equipment.  This is a generic label that does not tell workers the magnitude of the arc flash nor does it list the protective equipment required to operate or work on the equipment.  If this is the only label on equipment that is rated greater than 208 volts/225 Amps you must contact F&O or your electrical supervisor for the calculated Haz/Risk Cat.
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	This label was used to tell operators and electricians that the maximum energy in the equipment will not sustain an arc flash.  There is still a hazard of burning your hands and receiving a shock, but an arc flash that might cause a second-degree burn to the body or face can not happen.  The last line is missing and should say “Hazard/Risk Category 1.”
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	If the calculated Hazard/Risk Category is greater than 4, BNL is defining this as “Hazard/Risk Category DANGEROUS”.  This equipment shall not be operated or work performed on while energized.  This label and the one below will be replaced by the Danger label in the above table.
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	This label is used to prohibit operation of the circuit breakers or switches while the equipment is energized.  This label may be used with WARNING labels or used with the above DANGER label.
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	Equipment discovered during the arc flash analysis not rated for the calculated short circuit current will have this label attached.  This label will be replaced by the Danger label in the above table.
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